
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Test record for periodical examinations 
Product      /      Model      /      Type      /      Specification 

 
 

(Attention: the complete marking on the product must be legible at all times! 
Year of 

manufacture 
 

Serial / manufacturing number Date of purchase Date of first use 

Regular examinations / repairs 
(as per BGR 198 / BGR 199, the equipment must be examined at least annually) 

Period of use:  Belts              (work positioning belts, full body harnesses, etc.)            max. 8 years 
Ropes/tapes  (lanyards, guided type fall arresters, etc.)                        max. 6 years 

The instructions for use are to be kept with the equipment at all times; if necessary, request from the 
manufacturer. 

 
Date 

Reason for testing 
1 = Regular 

examination 
2 = Maintenance 

 

Documentation 
Repairs / 
damage 

observed 
 
 

Name / signature  
Competent person 

Stamp 
 

Date of next 
examination 
 

 
 
 
 

    

 
 
 
 

    

 
 
 
 

    

 
 
 
 

    

 
 
 
 

    

 
 
 
 

    

 
 
 
 

    

Your stockist: 
 
 
 

Comments / special instructions: 
 

Organisation notified and involved during type testing:  
DEKRA EXAM GmbH, Dinnendahlstrasse 9, 44809 Bochum, Germany  0158 
Manufacturer: ARTEX Personensicherungssysteme GmbH 

Gewerbepark 14, 56587 Oberraden, Germany 
Tel.: 0049(0)2634/9432-0 
Fax: 0049(0)2634/9432-22  

Instructions for use and testing record 
 for  

full body harnesses  
Type AX 40 / AX 41 / AX 60 

as per EN 361:2002 
as per EN 358:2002 

 

 
 
 
 
 
 
 
         Type AX 40 S              Type AX 41 S               Type AX 60 
 
 
   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Full body harnesses AX 40, AX 41 and AX 60 are manufactured principally from 45 mm breadth 
polyester webbing.  
During use, it should always be ensured that all closures are correctly closed and that the webbings 
fit tightly to the body. 
The attachment loops in the chest area of the AX 60 full body harness must be used only together as 
attachment eyes. 
 Basic configuration AX 40 / AX 41 / AX 60 
-Attachment eye (A) in the back 
- Attachment eye (A) in the chest area (only AX 60) 
- 2 attachment eyes on the body harness 
- Length adjustment of the shoulder straps 
- Length adjustment using steel friction clasps 
 on the thigh straps 
- Chest strap made of 25 mm material with plastic 
push-in closure 
- Back support (only AX 41/AX 60) 
- Universal size                               
     
Special models 
 AX 40 S / AX 41 S / AX 60 S 
- Guided type fall arrester eye on the body harness 
 
AX 40 CS / AX 41 CS / AX 60 CS 
- Rapid click closures on the body and thigh straps 
 
AX 60 ECS 
- Webbing in shoulder area made from partially elastic 
webbing, red-black 
- Click rapid closures on the thigh straps 

Full body harness 
Product description 

AX 40 / AX 41 / AX 60 
Type/model 

EN 361:2002 
EN 358:2002 

Standard/year of standard 

 0158 
Code number of the monitoring 

organisation:  
DEKRA EXAM 

Year of construction 20xx 
Serial number xxxxx 

 
Note: 

 Comply with instructions for use 

    
  Manufacturer 

The testing record supplied should be fully completed by a specialist at the first use of the equipment, 
and should be kept with the equipment throughout its entire period of use. 
 

   


